
Opombe: 
- All cast pieces are painted according to GSK
- Pressure equipment (PED): Directive 2014/68/EU  
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 DN ITEM
1 2 3 4 5 6 7 8 9 10 11 12 13

INSIDE PART OUTSIDE PART SEAT SCREW MENBRANA WASHER SCREW n NUT n WASHER n GASKET GASKET PLUG SCREW n WASHER n
50 15525 RR 02450 RR 02451 RR 02452 M12x90 11769 A12 M12x40 8 M12 8 A12 8 50x 3 12x 4 R 1/4"

2

18/14x1,5
RR 19588

2

65 15527 RR 11607 RR 11609
RR 02458

M12x130 11767 A12 M12X45 12 M12 12 A12 12 81X 3 12x 4 R 3/8"

22/17x1,5
RR 22499

80 15529 RR 02456 RR 02457 M12x130 11767 A12 M12x45 12 M12 12 A12 12 81x 3 12x 4 R 3/8"
100 19532 RR 19535  RR 19536

RR 13091
M12x195 11760 A12 M12x45 16 M12 16 A12 16 125x 3 12x 4 R 3/8"

125 19530 RR 19533 RR 19534 M12x195 11760 A12 M12x45 16 M12 16 A12 16 125x 3 12x 4 R 3/8"
150 13105 RR 13090 RR 13089 M12x195 11760 A12 M12x45 16 M12 16 A12 16 125x 3 12x 4 R 3/8"
200 15538/15537 RR 02470 RR 02471 RR 02468 M16x240 12937 A16 M16x68 16 M16 16 A16 16 160x 3 16x 4 R 3/8"
250 15542/15543 RR 02472 RR 02473 RR 02474 M16x300 11403 A16 M16x60 16 M16 16 A16 16 195x 3 16x 4 R 1/2" 26/21x1,5

RR 22824300 15546/15547 RR 02476 RR 02477 RR 02478 M24x300 +
RR 22665 11404 A24 M20x65 20 M20 20 A20 20 275x 5 24x 4 R 1/2"

350 15550/15551 RR 02480 RR 02481 RR 02482 M24x500 11405 A24 M24x80 20 M24 20 A24 20 330x 5 24x 4 R 3/4" 32/27x2
RR15594400 15554/15555 RR 02484 RR 02485 RR 02486 M24x500 +

RR 22665 11406 A24 M24x85 24 M24 24 A24 24 360x 5 24x 4 R 3/4"
MATERIAL EN-GJS-400-15 EN-GJS-400-15 EN-GJS-400-15

(DN50 = POM W) A2 EPDM A2 A2 A2 A2 EPDM 
E7518

EPDM 
E7518 A2 W.No 1.4571 (A4)

STANDARD ISO 4014 ISO 7089 DIN 939 ISO 4032 ISO 7089 DIN 910

DN D1 L
PN 10 PN 16

D Dk b
JS1030 d n D Dk b

JS1030 d n

50 175 200 165 125 19 19 4 165 125 19 19 4
65 220 240 185 145 19 19 4 185 145 19 19 4
80 220 260 200 160 19 19 8 200 160 19 19 8
100 292 300 220 180 19 19 8 220 180 19 19 8
125 292 350 250 210 19 19 8 250 210 19 19 8
150 292 400 285 240 19 23 8 285 240 19 23 8
200 380 500 340 295 20 23 8 340 295 20 23 12
250 446 600 400 350 22 23 12 400 355 22 28 12
300 550 700 455 400 24,5 23 12 455 410 24,5 28 12
350 645 800 505 460 24,5 23 16 520 470 26,5 28 16
400 720 900 565 515 24,5 28 16 580 480 28 31 16

Tabela 9 Art3 AnnexII
DN PN10 PN16
50 Engineerung practice Engineerung practice
65 Engineerung practice Engineerung practice
80 Engineerung practice Engineerung practice
100 Engineerung practice Engineerung practice
125 Engineerung practice Engineerung practice
150 Engineerung practice Engineerung practice
200 Engineerung practice Engineerung practice
300 Engineerung practice Engineerung practice
350 Engineerung practice Category I
400 Engineerung practice Category I

IMP442 MEVA_DS
Stand: 1. 1. 2023

Note: The product can be used only for the application range and manner defined in the datasheet and accompanying operation 
instructions. We reserve the right to make technical changes and use similar or higher quality materials. Drawings and data are non-binding. www.imp-ta.com

by pas s 3/8 ”
(for Art. 442 MEVA)

 — Pressure relief

Pipe  ½'' W. No. 1.4404

Gaskets EPDM

Ball valve W. No. 1.4401

Screw material W. No. 1.4301m
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DIAPHRAGM NON-RETURN VALVE


